1"=20’

Eﬁ\n\auf

, PLLC

Ineering
CIVIL ENGINEERING SERVICES

FIRM LICENSE NO.: P-0929

JANLALF 2645 @CHARTERNET - 4721 W, ECKNER 5T, KITTY HAVWK, NC - (252) 489-714%

DRAWING FILE: Fairway Base.DWG
PLOT SCALE:

ALL CONCRETE DRIVEWAY SURFACES _ _
TYPES TO BE REPLACED WITH THE bﬁgw WOCﬂImmZ
SAME TYPE OF CONCRETE (TYPICAL > ROLL—BACK sou wlommm
ALL DRIVEWAYS) | CURB (TYP) CONTRACTOR TO CONTRACTOR TO TAKE ALL BL zom\om
= GRADE 2:1 SLOPE IN Sou TH NECESSARY PRECAUTIONS TO M OcK 1g 0
| o THIS LOCATION ERN SH PROTECT EXISTING UTLITIES ~—— 37 B 6 PG
e X025 sou Ommw _ CONTRACTOR TO TAKE ALL RO Ry </ ) 51)
IR EE S, T whoozom\om mwnmwmmmowﬁ_@m%%w; NECESSARY PRECAUTIONS TO PROTECT y
L x EXISTING SURVEY MONUMENTS. IT NS
MRy : /9.27 MB g \Mu 160 WITH A LOW POINT TO S T o T AT SHALL BE THE RESPONSIBILITY OF THE
_ ORY\ . » PG 51) PROMOTE DRAINAGE BASIN — APPROXIMATELY 6" CONTRACTOR TO REPLACE DISTURBED _
2" STONE SHOULDER 53\ RUNOFF TO FLOW INTO BELOW Iwcmmoczu_zo SRADES MONUMENTS. THIS WORK SHALL BE CONTRACTOR TO FORM
- - Liness THE PROPOSED DRY PERFORMED BY A NC LICENSED CONCRETE DRIVEWAY
b PV . CONTRACTOR TO FORM APPROXIMATE ALIGNMENT OF | INFILTRATION BASINS PROFESSIONAL LAND SURVEYOR WITH A LOW POINT TO CONTRACTOR TO ADD AN EXPANSION
%3 GONCRETE DRIVEWAY EXISTING 6" WATER MAIN PROMOTE DRAINAGE JOINT WITH EXPANSION JOINT
NV WITH A LOW POINT TO rwm RUNOFF TO FLOW INTO MATERIAL IN THE LOCATION
CONTRACTOR TO INSTALL £ x&227 PROMOTE DRAINAGE KS7e) THE PROPOSED DRY SPECIFIED TO ACT AS A SEPARATION
SHALLOW DRY INFILTRATION xhal RUNOFF TO FLOW INTO CONTRACTOR TO INSTALL INFILTRATION BASINS IN THE DRIVEWAY SURFACES
BASIN — APPROXIMATELY 6" fe7 X 18.q, SHALLOW DRY INFILTRATION
s 3 / RO D R BASIN — APPROXIMATELY 6"
BELOW SURROUNDING GRADES - ; Ry
INFILTRATION BASINS [ | BEcoW SURROUNDING. GRAGES 2 STONE SHOULDER cone,
¥ 845 hﬁ\_\muﬁm ¥&l77
8 , x
APPROXIMATE WATER $— — S/
SERVICE LOCATION &z X5 meﬁozmA B - — -
== EXISTING Sos ) - _
—_— —_ ¢ X8/5
—_— Sog X8 4z it \—\ X878
Foos a *Bos * TS _ 9528 o7 834
CONTRACTOR TO FORM Es. . /5 =
CONCRETE DRIVEWAY & 8.50°
WITH A LOW POINT TO == 8.35' = mu MATG
PROMOTE DRAINAGE = xs S5 3 H
RUNOFF TO FLOW INTO 'Jm = . 8as - 8.50 %am:zn
THE PROPOSED DRY N N RADES
INFILTRATION BASINS g 5 A
S3 X3 X2 = X853/
MOCfm X834 xa ay/.
RN SHOR 3R xs x \ x 8 &< /7
BlLock ; X7 | Low 7 E4c . .25° o .
(Pc g J60-4 POINT 2+00 ? x5z ¢ P2
» SL ¢ — == : 2/
48) _
X855 X845
-\ SCUPPERNONG LANE = ==L SOUTHERY ¢
H s —— o —/ s — = Tix ) X3\, WFOO\A 160 O\Nmm
P & .. X026 “frao \(P75 8 (e g, SL 144
: 3 148)
.} () I8
EXPOSED AGGREGATE ra2 AW/ x84
CONCRETE DRIVEWAY Sob 2L QNG Ty
APRON. \x 2% / ME
= — |-cane
STA R CONTRACTOR TO INSTALL
| (255 . X735 \r x8q, X585 L RnE bq.? 54 Xop B SHALLOW DRY INFILTRATION
——— Y e RS C < Tos = BASIN — APPROXIMATELY 6"
%55, ol 7 LSH BELOW SURROUNDING GRADES
) X o5 [
e ngwxn\m_\mn#m _ CONTRACTOR TO INSTALL
or SHALLOW DRY INFILTRATION
pd CONTRACTOR TO INSTALL e CONTRACTOR TO INSTALL | BASIN — APPROXIMATELY 6" 2’ ROLL-BACK
SHALLOW DRY INFILTRATION | | SHALLOW DRY INFILTRATION BELOW SURROUNDING GRADES CURB (TYP)
~ \ CONTRACTOR TO INSTALL | AN APPROXMATELY & BELOW SURROUNDING GRABES LEGEND
- SHALLOW DRY INFILTRATION BELOW SURROUNDING GRADES .
mmzmﬂw,ﬂ APRON \ BASIN — APPROXIMATELY 6" 5 2’ STONE SHOULDER | 6 i
BELOW SURROUNDING GRADES 4 CONTRACTOR TO FORM < = + 3305  EXISTING ELEVATION(%.03") © TELEVISION PEDESTAL
< CONCRETE DRIVEWAY ,
WITH A LOW POINT TO CONTRACTOR TO FORM + 330 EXISTING ELEVATION(+.05") = MAIL BOX
PROMOTE DRAINAGE CONTRACTOR T0O
3 STAMPED CONCRETE | | RUNOFF TO FLOW INTO CONTRACTOR T0_ | CONCRETE DRIVEWAY n__
DRIVEWAY APRON. : WITH A LOW POINT TO CONCRETE MONUMENT
2 = STAMP PATTERN TO BE THE PROPOSED DRY THIS LOCATION ~~ PROMOTE DRAINAGE o] TRAFFIC SIGN
SIMILAR — COORINDATE INFILTRATION BASINS Roreery RUNOFF TO FLOW INTO
WITH ENGINEER Linss THE PROPOSED DRY O] IRON ROD /PIPE X LIGHT POLE
~— N INFILTRATION BASINS 2’ CONCRETE
CONTRACTOR TO GRADE FLOW
\ Rorsrry- LINE_ ACROSS THE LEADING RIBBON (TYP) N @  WATER METER -— R/W
Linss EDGE OF THIS DRIVEWAY TO
BE CONTIGUOUS WITH THE Y Y Y
\ FLOW LINE OF THE ADJACENT WATER VALVE VEGETATION LIMITS
ROLL—BACK CURB. 7
— - m TELEPHONE PEDESTAL
\ n:vu EXISTING CONTOURS
0 ©
dbwmhuoox Nmolb mmm WB EXISTING ASPHALT —_—0~ PROPOSED CONTQOURS
CONTRACTOR TO TEMPORARILY EXISTING WATERLINE INFORMATION BASED RELOCATE MAILBOXES FOR DEMOLITION LIMITS PROPOSED ASPHALT
RELOCATE ALL MAILBOXES THAT ARE ON A COMBINATION OF ABOVE GROUND 44 AND 46 SCUPPERNONG
IN CONFLICT WITH THE WORK. THE SURVEY DATA AND DIGITIZED LINEWORK AS CONTRACTOR TO TAKE ALL LANE TO NEW LOCATIONS
CONTRACTOR SHALL TAKE ALL SHOWN ON GIS PLAT ENTITLED “ DARE NECESSARY PRECAUTIONS TO OUTSIDE THE NEW ROAD
NECESSARY MEASURES TO ENSURE COUNTY WATER SYSTEM, SCUPPERNONG PROTECT EXISTING DRIVEWAY SURFACE.
THAT MAIL CAN BE DELIVERED DURING LANE — DARE COUNTY WATER — GIS — SURFACES (TYPICAL) PROPOSED CONCRETE
THE DURATION OF THE PROJECT. TIM BUTCH" AND DATED JULY 11, 2014. CONTRAGTOR TO PROVIDE
SIZE, TYPE, AND LOCATION IS BT ARNEWAYS oaD CONTRACTOR TO TAKE ALL TREE
APPROXIMATE AND SHOULD BE FIELD SEED ALL DISTURBED AREAS IN NECESSARY PRECAUTIONS TO
mwwmwwﬂmumqmcxnmqﬁﬂ ALL VERIFIED BY THE CONTRACTOR WMM_.___‘.”M Hm«mﬁww_oz OF THE [ [ ACCORDANCE WITH THE GENERAL PROTECT PRIVATE
SEEDING SPECIFICATIONS —
R T N e DG IMPROVEMENTS PROPOSED ROLL—BACK CURB
SURVEY DATA PROVIDED BY BARNETTE INTEGRATED LAND WORK ZONE TRAFFIC CONTROL SHALL
DEVELOPMENT ON PLAT ENTITLED "TOPOGRAPHIC BASE MAP BE PROVIDED IN ACCORDANCE WITH
FOR: THE TOWN OF SOUTHERN SHORES, STREET NCDOT WORK ZONE TRAFFIC CONTROL IT SHALL BE THE RESPONSIBILITY OF ALL CONTRACTORS TO WORKING IN
IMPROVEMENT, SCUPPERNONG LANE & BAYBERRY TRAIL" STANDARD DRAWINGS 1101.01—1180.01 THE VICINITY OF UTILITY LINES TO COORDINATE CONSTRUCTION ACTIVITIES
AND DATED 6/18/14. WITH THE UTILITY COMPANIES. THE FOLLOWING IS A LIST OF CONTACT
ROADWAY SITE_PREPARATION NOTE: INFORMATION FOR THE KNOWN UTILITY COMPANIES HAVING UTILITES
WITHIN THE PROJECT AREA:
STRIP ALL EXISTING ASPHALT (REF: SECTION 02110 "SITE CLEARING").
CENTURY LINK
GRAPHIC SCALE EXCAVATE SUBSURFACE AS NECESSARY TO ACHIEVE THE PROPOSED TIMMY MIDGETT, AREA PLANT SUPERVISOR
0 10 20 40 FINAL ROAD SURFACE GRADES MANTEO, NORTH CAROLINA
| OFFICE: mnmnwﬁulmm:
BACKFILL AND CONSTRUCT ROADWAY AS PER PROJECT DOCUMENTS. MOBILE: (252)475-8265
PROFILE OF SCUFFERNONG LANE F EMAIL: TIMOTHY.L.MIDGETT@CENTURYLINK.COM
SCALE: |"= 20
VERTICAL SCALE: |"= 4' CHARTER COMMUNICATIONS
VERTICAL SCALE 15 EXAGGERATED 5 TIMES 1inch = 20 ft. CINDY MUSCIA, CONSTRUCTION COORDINATOR
OFFICE: (252)715—2106
CELL: (252)581-0049
EMAIL: CINDY.MUSCIA@CHARTERCOM.COM
DARE COUNTY WATER DEPARTMENT
24 SAMMY MIDGETT, HEAD OF DISTRIBUTION
OFFICE: (252)441—8072
CELL: (252)256—1721
EMAIL: SAMMYM@DARENC.COM
22 22 DOMINION NC POWER
HIGH PT. ELEV. = 11.69’ HAROLD R. PARKER, CUSTOMER PROJECTS DESIGNER IlI
HIGH PT. STA. = |0+87.29 OFFICE: (252)255-2155
20 PVl STA. = 0+93.29 20 CELL: (252)256-2885
_ ) EMAIL: HAROLD.R.PARKERGDOM.COM
PVI ELEV. = 12.08 _ ’
AD. = —9.30% LOW PT. ELEV. = 8.07° HIGH PR, ELEV. = 9.46
A : LOW PT. STA. = 1473.39 HIGH PT. STA. = 2+34.56 ALTHOUGH THIS INFORMATION IS PROVIDED THIS NOTE IN NO WAY
K = 3.90 . . = 1473, PVI STA. = 2+29.88 SIGNIFIES THAT THESE ARE THE ONLY UTILITIES WITHIN THE
18 36.39° VC PVI-STA., =1+65.19 . s 18 RIGHTS—OF—-WAY. IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR
. PVI ELEV. = 7.58’ PVI ELEV. = 9.55 TO HAVE ALL THE UTILITIES LOCATED IN ACCORDANCE WITH THE LAW.
Sla A.D. = 9.08% AcDp—S——dr2 1%
N| o _ K = 4.90
al2 @ ~ K = 5.20
16 0 [ = <[@ =0 Qo ’ “
9 N =9 3|8 . 20.78° VC
o +[e +|c Sl 47.11° VC
W ol~ -[= NS ~
P | .. + -|o
> 0 [ui a|ui o . o
14 R S S " < 3 R Ris o Sk SNiig 2o 14
Hla (@ " S S © ot Sfio + Nlo c|™m n X o[ ™ ©
s|s =y Ik gl TS 3 N 1S B K G S
aa 0| Ha 4 N[ Nle I + % - N A ®
PROPOSED GRADE EXISTING GRADE 12 = o il sl > " I I I
0% _o_ = | = 5 o di ai|ui < | " Il ]
2 3402 — —76.3 S gils P gl oS P e 1 S S - n 2
u.ao* (%3 oo SIS olo ala oz 0w I s < | 2w < | S
0.81% b b ol sis =iy nla o | i I i
PROPOSED GRADE a|a ola | Z s|s = b
S| s S
o EXISTING GRADE =1s EXIETING GRADE — & & ol aa > o
e
—_—— — __ _ .63% —0.
— — 1.15% 0.78% m.&l\l? e B -0.64% _ __ 1.
) =5, 955 — e e —_——— = = e} &
-
NOTE:
THE DATA GIVEN ON THESE PLANS| IS | BELIEVED
6 & TO BE ACCURATE, BUT THE ACCURACY|IS NOT
GUARANTEED. THE CONTRACTOR IS RESPONSIBLE
FOR VERIFYING ALL LEVELS, LOCATIONS, TYPES,
AND DIMENSIONS OF THE EXISTING | UTILITIES
4 4 PRIOR TO CONSTRUCTION. @IF|A DISCREPANCY
IS FOUND, WORK SHALL CEASE AND  THE| ENGINEER
NOTIFIED. 'WORK MAY CONTINUE |UPON ENGINEERS
NOTICE TO PROCEED.
2 2
o o
N b2y
) ]
9 2R
9 ale o A 2R R ] R oIy R 3
N 3Is =F i olg S L] I oo olg ™ N
9 slo
& I
o Ju
0+00 0+50 1+00 1+50 2+00 2450 3+00 3+50 4+00 4450 5+00

(" N
%%9%—7—,::_..:::l.u“\w-sss\\ z
S /.,,,,.. :::e > \\\\ m

857 0 4%Y3
Igiv 33 ZisE
108 08 girie
Ly oGS
9 MU )
2 AM
Yy Lo 8, 88, 43
/m WRWM/WLT
R WMMJMWMMW
f Wf%,im
ww MWMmeNﬂ
32 3eTARES ol
T RRRE
Mw MM/@O%MWW
GM WWWAW%%WM
< %._ Q EW
[72]
8
=
['4
=
S
g
( N\ ~N
z
o)
<
S (&)
=
AR
(& O
R M m
O &
328,
Rk
O |Z 2 &
(]
m M X
A, K
A ©
218E.
O lla 3 :
% |7 0¢
2
z
-
<

N J\ y,

(COMMISSION NO. N

P11009.20

DESIGNED BY

JJA
DRAWN BY

JJA
CHECKED BY

JJA

Hmmcm?qm 11/17/14 )

( SHEET NO. )

(OF 3 SHEETS )




